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SEMI  ELECTRIC  STACKER 
  

 

 
 
 
 
 
SEMI  ELECTRIC  STACKER – SINGLE  &  DUPLEX 
 
Ideal for loading and unloading trucks, positioning dies, or feeding material to presses.  
An economical answer to a multitude of mobile lifting applications.  
Safety guard on load roller and steering wheel.  
Light and easy manual steering system.  
Remote control, three light LED charge status indicator, and easy to read illuminated battery status voltmeter 
included.  
Equipped with safety screen and floor lock.  
With a minimally charged battery, unit can be used even while plugged in and recharging. 
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 SPECIFICATION 
  

 

ITEM  CODE  NO. ABM-MH-7580 ABM-MH-7581 ABM-MH-7582 ABM-MH-7583 ABM-MH-7584 
CAPACITY  in  Kg. 1000  Kg. 1000  Kg. 1000  Kg. 1000 Kg. 1500 Kg. 

Max  Lifting  Height - mm 1600 2000 2500 3000 / 3300 1600 
Fork  Length - mm 1000 1000 1000 1000 1100 

Minimum  Fork  Height - mm 90 90 90 90 90 
Load  Center - mm 500 500 500 500 500 

Voltage AC 220V AC 220V AC 220V AC 220V AC 220V 
Motor  Power – V/Kw 1.6 KW 1.6 KW 1.6 KW 1.6 KW 1.6 KW 

Outer  Width  of  Front  Legs  - mm 635 635 635 635 635 
Inner  Width  of  Legs - mm 395 395 395 395 395 

Adjustable  Width  of  Fork - mm 360 - 690 360 - 690 360 - 690 360 - 690 360 - 690 
Rear  Wheel  Size - mm Dia. 180 x 50 Dia. 180 x 50 Dia. 180 x 50 Dia. 180 x 50 Dia. 180 x 50 
Front  Wheel  Size - mm Dia. 80 x 70 Dia. 80 x 70 Dia. 80 x 70 Dia. 80 x 70 Dia. 80 x 70 

Self  Weight – Kgs. 312 325 340 355 / 370 387 
Extended  Height  - mm 2080 1580 1830 2080 / 2230 2080 

Closed  Height  - mm 2080 2500 3000 3500 / 3800 2080 
 

 
 

ITEM  CODE  NO. ABM-MH-7585 ABM-MH-7586 ABM-MH-7587 ABM-MH-7588 
CAPACITY  in  Kg. 1500  Kg. 1500  Kg. 1500  Kg. 2000 Kg. 

Max  Lifting  Height - mm 2000 2500 3000 / 3300 1600 
Fork  Length - mm 1000 1000 1000 1000 

Minimum  Fork  Height - mm 90 90 90 90 
Load  Center - mm 500 500 500 500 

Voltage AC 220V AC 220V AC 220V AC 220V 
Motor  Power – V/Kw 1.6 KW 1.6 KW 1.6 KW 1.6 KW 

Outer  Width  of  Front  Legs  - mm 635 635 635 635 
Inner  Width  of  Legs - mm 395 395 395 395 

Adjustable  Width  of  Fork - mm 360 - 690 360 - 690 360 - 690 360 - 690 
Rear  Wheel  Size - mm Dia. 180 x 50 Dia. 180 x 50 Dia. 180 x 50 Dia. 180 x 50 
Front  Wheel  Size - mm Dia. 80 x 70 Dia. 80 x 70 Dia. 80 x 70 Dia. 80 x 70 

Self  Weight – Kgs. 405 425 445 / 465 497 
Extended  Height  - mm 1580 1830 2080 / 2230 2080 

Closed  Height  - mm 2500 3000 3500 / 3800 2080 
 
 

We can make products as per customer's specifications / requirements 
All  Specifications  are  subject  to  change  towards  improvements  without  any  prior  notice. 
Manufactured by ABM  Cranes  and Export Marketing by ABM Tools 
 
 

               
 

Postal  Address  :  79A,  Pocket  GG-1, Vikas  Puri, New  Delhi – 110018, India 
Mobile / Whatsapp : +91  98910 27608 / +91 98712 63436 / + 91 98910 44387 
Telephone  +91 11 2854 6891 / +91-11-2854 0898 
www.abmtools.com 
www.abmcranes.com 
e-mail  :  abmtools@gmail.com 
                sales@abmcranes.com 
 Website QR 


